AASHTO T-119

ASTM C-143

For determining slump/workability of concrete both in the laboratory
and in the field

Tupe Specification Specification Oty

CO-371 Heavy gauge sheet steel,
4" top dia, 8" bottom dia,

12" height 1Pc

Slump Cone

€O-372 Inspection Scale Machine steel, 0-10 cm

Slump measurement, 1 cm

increment 1Pc
€O-375 Base Plate Steel sheet, carrying handle,

600 x 600 x 5 mm 1Pc
GE-801 Scoop Cast alumunium 1Pc
GE-871 Trowel Pointed type 1Pc
GE-920 Brush Steel wire 1Pc
GE-930 Tamping Rod Machine steel, galvanized

16 mm dia, 600 mm length 1Pc
Dimension | x w x h 70 x 70 x 50 cm

ASTM C-143 AASHTO T-119
For determining slump/workability of concrete both in the laboratory and
in the field
Tuype Parts Name Specification Qty
C0-371 Slump Cone Heavy gauge sheet steel,

4" top dia, 8" bottom dia,

12" height 1Pc
CO-375A Base Plate Cast alumunium with

inspection scale 1Pe
GE-801 Scoop Cast alumunium 1Pc
GE-871 Trowel * Pointed type 1Pe
GE-920 Brush Steel wire 1Pc
GE-930 Tamping Rod Machine steel, galvanized

16 mm dia, 600 mm length 1Pc
Dimension | x w x h : 50 x 50 x 80 cm
Gross weight : 30 kg

BS-1881
This method is mechanised variation of the slump test and includes a
determination of the work ability of concrete.

Tupe Parts Name Specification Gty
€0-381 Vibro
Consistometer Electric, 220 V, 50 Hz,
1 Phase, 200 watt | Set
GE-700 Stop Waich 60 sec. sweep x 30 min 1Pc
GE-801 Scoop Cast alumunium 1Pc
GE-930 Tamping Rod Machine steel, galvanized

16 mm dia, 600 mm length 1Pc

Dimension (| x w x h) 140 x 40 x 100 cm
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Gross weight :25kg
CO-380
ASTM C-231 AASHTO T-152
For determining the air content of fresly mixed concrete from observation
Of the change in volume of concrete with a change in pressure.
Tupe Parts Name Specification Qty
CO-401  Air Entrainment 5 lir capacity. 2" maximum
Meter aggregate size, direct reading
0-10%, manometer
hand pump 1Pe
CO-402 Carrying Case  Wooden Box 1 Fe
GE-801 Scoop Cast alumunium 1Pc
GE-871 Trowel Pointed type 1 Pe
GE-891  Straight Edge 40 cm length 1Pc
GE-900 Rubber Mallet  Rubber head, wooden handle 1 Pe
GE-920 Brush Steel wire 1Pc
GE-930 Tamping Rod Machine steel, galvanized
16 mm dia, 600 mm length 1:Pe
Dimension (I x w x h) :40 x40 x 100 m
£ Gross weight : 20kg
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cylinder

Dimensi

mold

on(Ixwxh)

Gross weight

Dimension( | xw x h) 1100 x-60 x 60 cm
Gross weight :35kg

€0-410
DER
ASTM C-617
Equipment for forming caps on ends of 15 cm diameter concrete cylinder
to provide uniform loading surface for compression test.
Type Parts Name Specification Qty
C0-471 Vertical Cylinder  Cast alumunium frame,
Capper rotating ground table, for
150 mm dia concrete cylinder 1rc
C0-472 Capping Compound Approx 3 Itr cap., heating
Warmer temperature up to 200 C,
220 V-AC 1P
C0-473 Capping Ladle Stainless steel ladle,
Wooden handle 1pc
CO-474 Cylinder Carrier Double handle, snap clamp,
for 150 mm dia, concrete
cylinder 1Pc
C0-475 Capping Compound Powder, Approx 115 C
Pouring temperature . 25Kg

Dimension (I xw x h) :30x30x35cm
Gross weight :5kg

For measuring average axial deformation of concrete cylindrical sample
During compression test, cast aluminium, dial indicator 0.001 x 5 mm.

Steel construction 50 x 50 cm table Separate control box, variable speed up to 3.600
rpm. For compacting aggregate In steel container or concrete sample in cube /

: 55 x 55 x85 cm

: 70kg

CO-500

CO-525

Teknik

N (V. WHAYA LABORATORIUM TERNIK |BETON

$5-1881

For split cylinder test on specimens of 150 x 300 mm (diameter x length)

self-supporting lower platen.

Dimension (I xwxh)
Gross weight
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:35x20 x 25 cm
14 kg
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